Ckia^ MACHINISTS VISES 


RIMCOLOY CASTINGS 

The tough, close-grained castings used in Atlas vises are 
made by a formula developed and perfected during 30 years 
of research and practical experience. These superior Rim- 
coloy castings mean greater strength and longer life on the 
job. For many years railroad shops, government depart¬ 
ments, and heavy industries have specified these rugged vises 
for all types of general shop work. 



570-SERIES MACHINISTS VISES (Swivel Base) 


Order 

No. 

Jaw 

Width 

Jaw 

Opens 

Weight 

Code 

Word 

Rl-571 

3 " 

4 " 

28 lb. 

WYOWB 

Rl-572 

3 y 2 " 

5 " 

38 lb. 

WYOZD 

Rl-573 

4 n 

6 " 

51 lb. 

WYPAP 

Rl-574 

4 % " 

6 y 2 " 

7 4 lb. 

WYPIR 

Rl-575 

5 " 

7 y 2 " 

95 lb. 

WYPOS 

Rl-576 

5%" 

sy 2 " 

122 lb. 

WYPPA 

Rl-577 

6 " 

10 " 

147 lb. 

WYPSO 


HEAVY CHIPPING VISES 

These heavy-duty vises are similar in every detail to the Machinists 
Vises but have high-carbon steel jaws molded rigidly into place. 
Added weight and reinforcements give the additional strength re¬ 
quired for the heaviest types of mill and back-shop service. 


No. 

Base 

Jaw 

Width 

Jaw 

Opens 

Weight 

Code 

Rl-598 

Stationary 

7 " 

12 " 

218 lb. 

WYSAS 

R1-567 

Stationary 

S " 

12%" 

285 lb. 

WYSET 

R1-578 

Swivel 

7 " 

12 * 

248 lb. 

WYSIV 

R1-568 

Swivel 

8 % " 

14 " 

345 lb. 

WYSSA 

COMBINATION PIPE VISES 

Excellent utility tools for pipe work 

, all-around shop and garage 

use as well as general 

vise operations. 

Construction is identical to 

machinists vises—pipe 

jaws are Maxel 

tool steel. 



Order 

Jaw Jaw Capacity 

Code 


Extra Pipe Jaw 

IVo. 

Width Opens 

Pipe 

Weight 

Word 


Front Back 

R1-541B 

3%" 4%" 

Vs" to 2" 

68 lb. 

WYSTE 



R1-542B 

4 1/ 4 " 5 V 8 " 

%" to 3" 

84 lb. 

WYSUX 



R1-543B 

5 " 6%" 

y 2 " to 4" 

117 lb. 

WYSWO 



R1-544B 

6 " 834" 

y 2 " to 6" 

189 lb. 

WYTAT 




PLEASE ORDER BY 
CATALOG NUMBER 


These rugged vises have a 30-year reputation for “stand- 
ing the gaff.’* Extra weight and scientific design furnish 
maximum strength—weight has been distributed to the 
points where it counts most. 

Body, base, sliding jaw and beam are tough close-grained 
Rimcoloy. Replaceable jaws are high-carbon Maxel tool 
steel, expertly heat-treated, machined to a perfect fit, and 
mechanically serrated. Oversized screw and screw-head are 
steel—main nut is malleable iron. 

Careful machining of each part assures maximum rigidity 
and accurate alignment. Beam is rough-milled and finish- 
milled—hole for beam is accurately broached. Body and 
jaw castings are accurately machined after assembly. Screw 
is protected from dirt and chips by apron on jaw casting. 
Jaw faces, beam and handle are ground smooth. All cor¬ 
ners and edges are round and smooth-body and base have 
durable, attractive finish. 



590-SERIES MACHINISTS VISES (Stationary Base) 


Order Jaw Jaw 

No. Width Opens 


Rl-591 

3 " 

4 

R1-592 

3y 2 " 

5 

Rl-593 

4 " 

6 

Rl-594 

4y 2 " 

ey 2 

Rl-595 

5 " 

7y 2 

Rl-596 

5y 2 " 

sy 2 

R1-597 

6 " 

10 


Code 

Weight Word 


22 lb. 

WYPUT 

31 lb. 

WYRAR 

42 lb. 

WYRIT 

62 lb. 

WYROV 

77 lb. 

WYRRA 

102 lb. 

WYRSE 

130 lb. 

WYRVO 
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WOODWORKERS VISES 



NOS. 461 AND 465 QUICK-ACTING VISES 

Nos. 461 and 465 heavy-duty quick-acting woodworkers 
vises handle every vise requirement of the commercial wood¬ 
working shop, manual training or trade school shop. Sturdy, 
simple construction with minimum of working parts assures 
long, efficient service. Furnished with adjustable lug to hold 
wide, llat work on top of bench. Rimcoloy castings—steel 
screw and slide rod — malleable nut and wood handle. 


Order Jaw Jaw 

No. Length Widtli Opens Weight Code 

RI-461 7" 4" 9" 28 lbs. WYUVB 

RI-465 10" 4" 12" 3 3 lbs. WYUXD 


No. 265 VISE—Quick-Acting—Lug-Equipped 

No. 265 vise has steel sliding 
jaw—jaws are smooth-ground on 
faces, top, and sides. Nut is 
heat-treated tool steel; handles 
are hickory. An ideal vise for 
the small shop. 

No. RI-265 WOODWORKERS VISE as shown 
at left. Jaw length 10", jaw width 4", 
opens 10". Code WYVOZ, weight 21 lbs. 


PLAIN SCREW VISES—UNUSUAL VALUES 


No. RI-260 

PLAIN SCREW 
VISE. Jaw length 
7", opens 9". Code 
WYVAV, weight 
16 pounds . 


No RT-2fi1 PLAIN SCREW VISE. Jaw length 
10", opens 9". WYVIX, wt. 18 lb. 





NEW HEAVY-DUTY HAND GRINDER 


This powerful, compact, high speed tool handles hundreds of grinding jobs 
in tool rooms and shops. Its work range includes finishing and sharpening tools 
and dies, grinding small holes, finishing castings and parts. The new 306 grinder 
will eat up your toughest jobs and have plenty of power in reserve—it’s a real 
tool with a real motor, not a toy. 

Motor spindle turns on hall hearings. Motor and spindle housings are moulded 
composition—light, tough and durable-^a non-conductive material which keeps 
the tool comfortably cool. Toggle-type control switch is in handy position 
on motor housing. Spindle has positive-type lock for changing grinding wheels, 
chucks, or extensions. Extension cord has coil protection at joint with housing. 


No. MF306 NEW HEAVY DUTY HAND GRINDER, complete 
with three grinding wheel extensions, one % " arbor, one Vs " collet 
chuck, one y 8 " chuck arbor, one Vs " extension arbor, one 114 "x 
grinding wheel, one %"x%"x%" grinding wheel, three 
mounted wheels, chuck wrench, 12 ft. rubber covered 3-wire cord 
and plug. Code word ZEEWP, net weight 2% lb. 


SPECIFICATIONS 


% Actual Size 


Chuck Capacity. 

Speed (no Load) .18,000 RPM 

Length Overall .11" 

Motor.110 volt Universal AC (25 to 60 cycle) or DC 
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GENERAL-PURPOSE VISES 

Rimcoloy body and jaw are heavily reinforced—replace¬ 
able jaws are hardened steel with serrated faces. Remov¬ 
able pipe jaws are Rimcoloy—take pipe up to D/^" diam¬ 
eter. The steel beam lias rounded edges and square-cut 
end, providing rigid support when opened to full capacity. 
Beam and body are fitted by an exclusive process which as¬ 
sures accurate jaw alignment and quick action. Screw is 
macliine-forged steel, very tough and wear-resisting—apron 
on jaw casting keeps screw clean. 

The General-Purpose Vises have anvil hacks for form¬ 
ing operations. On the “Deluxe” vises, the machined anvil 
top lias a removable cut-off swivel. The screw head, handles 
and pad are highly polished and protected with clear lac¬ 
quer. Pipe jaws are finished in black. 


"DELUXE" SERIES 

A TLAS General-Purpose Vises handle pipe and anvil 
work, cut-off operations and general vise work. Un¬ 
usually low prices are the result of modern volume pro¬ 
duction. 

A new-type swivel base with 3-point contact permits these 
vises to be completely rotated and locked rigidly in any de¬ 
sired position. Base is reinforced and ribbed for maximum 
strength. 


'DELUXE 11 SERIES GENERAL-PURPOSE VISES 


j 


Order 

Jaw 

Jaw 


Code 

No. 

Width 

Opening 

Weight 

Word 

R1-503A 

3 " 

3 % " 

15 lb. 

WYTYO 

R1-504A 

3V 2 " 

4 » 

20 lb. 

WYUCH 

R1-505A 

4 " 

4 y 2 " 

28 lb. 

WYUFK 



NEW UTILITY VISES 

Nos. 703 and 704 are ideal vises for the small shop—they 
handle pipe and anvil work as well as general vise jobs. 

Base, body, and moving jaw are Rimcoloy—jaw faces are 
chilled and accurately finished. Pipe jaws are cast with 
moving jaw and body. Beam is steel; oversize screw-liead 
and I/* ” diameter screw are forged steel. Base can he 
swivelled and locked securely through 180°. Anvil top is 
accurately machined. Steel handle lias ball ends. 

NEW UTILITY VISES 

Order Jaw Jaw Code 

No. Width Opening Weight Word 

Rl-703 3 " 31 / 2 " 111b. ZACPE 

Rl-704 3 V 2 " 4 " 15 1b. ZACRO 




\o. R1-8A 


RIMCOLOY ANVILS 


A rugged anvil is an essential in every shop. Atlas 
anvils are made of tough, close-grained Rimcoloy cast¬ 
ings. Nos. RI-50A, RI-70A, and RI-100A (right) are 
light-duty general-purpose tools for farm and garage. 
No. RI-8A (left) is an 8-pound anvil for household 
jobs. 


Order No. 

R1-100A 

R1-70A 

R1-50A 

R1-8A 


Weight 
100 lb. 
70 lb. 
50 lb. 
8 lb. 


Code Word 
WYTEV 
WYTOY 
WYTUZ 
WYTVE 



No. R1-50A 
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Gt£aJ^ MACHINISTS TOOLS 


OUTSIDE 3" Capacity 

CALIPERS XNo. MF501 Codeword 
* WYBFO . 


5" Capacity 

No. MF503 Code word 

WYBID . 

Wt.—6 oz. 


3" Capacity -> 

No. MF507 Code word 
WYBOF . 

5" Capacity 

No. MF509 Code word 

WYBUG. 

Wt.—6 oz. 


<-Hermaphrodite 
Caliper 
5" Capacity 

No. MF542 Code word 

WYCAC . 

Wt.—6 oz. 


DIVIDERS 

3" Capacity 

No. MF513 Code word 
WYCCA . 

5" Capacity 

No. MF515 Code word 

WYCED . 

Wt—6 oz. 




INSIDE 

CALIPERS 





RULE DEPTH 
GAUGE 

Fqr deter mining; 
depth of holes and 
slots, height of shoul¬ 
ders, and many other 
dimensions. The 6-inch 
blade, ordinarily at 
right angles to the ac¬ 
curately milled base, 
can also be set at an 
angle. 30, 45 and 60 
degree angles are 
marked. Rule is grad¬ 
uated in 16ths and 
32ads. Base is 3" wide. 
Rule 6" long-. 

No. MF80 RULE 
DEPTH GAUGE. 

Code word 
WYCOG, wt. 10 
oz. 


LEVEL 

Ideal for level¬ 
ing the lathe. 

Grey iron frame 
is accurately 
ground on top and 
bottom and edges 
are carefully pol¬ 
ished. Level viai 
and two plumb vials are set accurately in 
frame and protected from breakage. Base 
has V-groove for round surfaces. 6" long. 
No. MF505V 6" LEVEL. Code 
WUYUT, 12 oz. 



CENTER GAUGE 


For setting 60° 
threading tool at ex¬ 
act right angle to 
w o r k—edges gradu¬ 
ated threads per inch. 
No. MF438 CENTER GAUGE. Code 
WYCIF, 2 oz. 
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COMBINATION SQUARE 



The most useful of all machinists’ preci¬ 
sion tools. The finely finished steel blades 
are accurately graduated and clearly etched. 
The beam or mitre head is equipped with a 
level and scriber. All working faces are 
precision ground and the balance finished in 
black enamel. The protractor is graduated 
90 degrees on both sides of 0. The center 
head, protractor, and beam all slide along 
the blade and are set at any desired point 
by tightening the binder nut. Any or all of 
them can be entirely removed if desired. 
The steel blade is graduated in 8ths, 16ths, 
32inds and 64ths. 

With Blade, Beam, Protractor, Center Head 

Length 

No. Blade Code Wt. 

MF390 9" WUYLJ lV 2 lb. 

MF391 12" WUYMK 1V 2 lb. 

With Blade, Beam and Center Head 
MF362 9" WUYOS 1 lb. 

MF363 12" WUYPA 1 lb. 

Protractor Head only 
No. MF180 Code word WUYSO, weight 
10 oz. . 


MICROMETERS 



The accuracy of these micrometers is 
guaranteed. They measure by l/1000ths of 
an inch. Anvil, spindle, barrel, and thimble 
are beautifully polished. Frame black enam¬ 
eled. Quick, positive adjustment for wear 
is provided. 

Capacity Wt. Code 
No. MF821 « to 1" 1 lb. WUYVY 

No. MF822 1" to 2" 1 lb. WUZER 

No. MF21R 2" to 3" 2 1b. WUZRE 

No. MF22R 3" to 4" 2 lb. WUZTO 


INSIDE MICROMETER 



This micrometer takes inside measurements by 
l/1000ths of an inch—lead screw has ^4 inch run. 
It is equipped with two collars and seven rods giving 
it a range of 2 to 12 y« inches. Barrel has two sets 
of graduations making direct reading possible 
whether collars are in use or not. 

No. Capacity Code Wt. 

MF1218 2"tol2V 2 " WYCUH 10 oz, 

LIGHT TEMPERED RULES 



The heat treated steel of which these rules are 
made has a beautiful satin finish that makes the 
precision-etched graduations and figures easily read¬ 
able. 4 graduated edges in 8ths. 16ths, 32nds and 
64ths. MF213 is also end graduated. Wt. 4 oz. 

No. Length Width Thickness Code 
MF213 6” %" 1/20" WUZUV 

MF215 12” 1" 1/16" WUZWY 

MF216 18" 1" 1/16" WYAXY 

Flexible Steel Rule Thin crucible steel 
graduated one side, two edges in 16ths and 
32nds. Length 6", width 1/100" thick. 

No. MF106 FLEXIBLE STEEL RULE. 

Code word WYBBA, weight 4 oz. 


NARROW HOOK RULE 


For taking measurements over rounded 
corners, through hubs, and for setting cali¬ 
pers. Hook is easily detachable. Graduated 
two edges in 32nds and 64tlis. Length 6", 
width thickness 1/20". 

No. MF771 NARROW HOOK RULE. 

Code word WYBAB, weight 4 ounces. 


SCRIBERS 



Fitted with keen tempered points for 
marking on metals. Knurled body affords 
good grip for precision work. Made in two 
lengths. Weight 4 oz. 

Length Code Word 
No. MF61S 6V 2 " WYBCE 

No. MF62 9" WYBEC 

SCREW PITCH GAUGE 



By comparing the pitches on the leaves of this 
gauge, by contact, the pitch of a V-thread screw or 
nut is quickly and positively determined. There are 
thirty leaves with the following pitches: 4, 4%, A, 
5V 2 , 6, 7, 8, 9, 10, 11, liy 2 , 12, 13, 14, 15, 16. 18, 
20, 22, 24, 26, 27, 28, 30, 32, 34, 36, 38, 40 and 42 
teeth per inch. Weight 6 oz. 

No. Length Code 

No. Leaves Leaves Word 

MF436 30 1^" WYCGO 


STEEL LETTERS AND FIGURES 



For stamp¬ 
ing names and 
numbers on 
tools, patterns, 
window 
frames, and 
hundreds of 
similar identi¬ 
fication jobs. 
Body is fine 
steel carefully 
hardened and 
tempered to 
stand up on 
iron and steel. 
Characters in 
Roman face 
are sharp and 
give a clear 
lasting impres¬ 
sion. 


No. Character Code 

MF1500-1 %" high WYDAD 

MF1500-2 %" high WYDDA 


SETS OF FIGURES 
No. Character Code 

MF1550-1 Vs "high WYDEF 

MF1550-2 V+" high WYDFE 

MF1550-3 %" high WYDHO 

Wt. per set 3 lb. 


CHISEL AND 
PUNCH SET 

This set consists of 12 
tools forged from flue 
quality steel—1 ength 
about 5". and *4" 

cape chisels; V4", %" and 
Mi" cold chisels; 5/32" 
square chisel; 5/32" 
point chisel; %" round 
nose cape chisel; 5/32" 
solid punch; 5/32" cup 
punch; %" prick punch; 
%" center punch. These 
chisels and punches are 
not soid separately. 

No. MF470 12PC. 

SET. Complete. 

Code WYDIG, wt. 

2i4 lb. 



COMPLETE INDEX- 
INSIDE BACK COVER 
























































































